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TUBE 56

Description and Rating

GENERAL-PURPOSE TRIODE

GENERAL DESCRIPTION

Principal Application: The 56 is a heater-cathode equipment. Except for heater rating and capaci-
type triode designed for use as a detector, ampli-~ tances the electrical ratings and characteristics
fier or oscillator tube in a-¢ or battery-operated of the 56 are the same as those of the 76 and 6P5-GT.
Cathode: « « « « + « .« . . Coated Unipotential Mounting Position:. - « « « « « « .« v ... Any
Heater Voltage (A-C or D-C) . . . . . . 2.5 Volts Direct interelectrode Capacitances: *
Heater Current - . . . . . « v v v o« o 1.0 Ampere Grid to Plate . . . « . . . .. ... 3.2 uuf
Fnvelope: « = « « « « o + o o o .. L ST-12 Glass lnput + « <« ¢ o 0 e e e e s e . 3.2 uuf
Base:+ « - - + « o . A4-5 Small 5-Pin Phenolic Qutput. « « « v v v o o 0 .. oo . 2.4 puf
PHYSICAL DIMENSIONS TERMINAL CONNECTIONS
e T Pin | - Heater
MA)& Pin 2 - Plate
I*'% Pin 3 - Grid
MAX. Pin 4 - Cathode
1 Pin 5 - Heater
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RUA 12-5 MAXIMUM RATINGS
Design Center Absolute
Plate Voltage - « « « + « « « . . e e e e .. 250 L. .. e . 2B ... ... .. . Volts
Plate Dissipation . . . . . . . . . . . . .. T T < 1,38 . . . ... .. ... Watts
D-C Heater-Cathode Voltage - « « « « « « . .+ . ... ... P 10 . . Volts
CHARACTERISTICS AND TYPICAL OPERATION
CLASS A AMPLIFIER
Heater Voltage . . « « « ¢ v v « v v v s « o v . 2.5 . . . 0. oo B 5 Volts
Plate Voltage - « « « « « & « ¢ v v v v 0 o v u . 100 250 . . ... .. . .. .Volts
Grid Bias Voltage ™ . . . . . « « . .« o < . .. 5oL e e e e 13.5 . .. . ... . . . . Volts
Amplification Factor. . . . . . . . . « . . .. 3.8 . .. .. .. DO 1 1 < T
Plate Resistance . . . . .. . ... .. ... 12000 . . . ... .. .. 900 . . ... L. ... . Ohms
Transconductance . . . . . « « « « & o o o 4o . < 1450 , ., . . ... . . . . Micromhos
Plate Current . . . « + v v v v v v v v e e . 265 0 L. e 5. .. .. Milliamperes

* Appproximate values without external shield.

** The d-c resistance in the grid circuit, under rated maximum conditions, should not exceed 1.0 megohm.
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AVERAGE CHARACTERISTICS
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GRID VOLTAGE IN VOLTS
AVERAGE CHARACTERISTICS
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PLATE CURRENT IN MILLIAMPERES
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