SAZ4

ET-T787
5AZ4 P<:|g9e_51I
. Description and Rating
TUBES FULL-WAVE HIGH-VACUUM RECTIFIER

.

GENERAL DESCRIPTION

Principal Application: The BAZ4 is a fjlament-type The electrical characteristics of the 5AZ4 are equi-
high-vacuum full-wave rectifier designed for service valent to those of the 5Y3-GT.

in power supplies of moderate current requirements.

Cathode: . . . . . . . « ¢« ¢ ¢ . . Coated Filament Envelope: . . . . . . . « v v v v« .« . T-9, Glass
Filament Voltage . . . . . . . . . . 5.0 Volts Base: . . . . .« .« .. D81, Locking-In 8-Pin
Filament Current . . . . . e e . 2.0 Amperes Mounting P05|t|on e e e e e e s Vertical #
PHYSICAL DIMENSIONS TERMINAL CONNECTIONS BASING DIAGRAM
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Pin I - No Connection
Pin 2 - Filament
T . Pin 4 - Plate Number 2
L 23 Pin 6 - Plate Number |
3% MAX. Pin 8 - Filament
MAX. KEY
RTMA 5T

BOTTOM VIEW
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RTMA 9-31

MAXIMUM RATINGS
DESIGN CENTER VALUES:

Peak Inverse Plate Voltage . . . e e e e e e e e e e e e 1400 e e e e e e e Voits

A-C Plate Supply Voltage per Plate (RMS)

With Capacitor-input Filter . . . . + « « v v v ¢ ¢ v v v o 0 . . 350 e e e e e Volts

With Choke-Input Filter . . . e e e e e e e e e e e e 500 e e e e e e e Volts
Steady-State Peak Plate Current per Plate e e e e e e e e e e 375 e e e e e e e e Milliamperes
D-C Output Current . . . . . 126 e e e Milliamperes
FULL-WAVE RECTIF|ER | CHARACTERISTICS AND TYPICAL OPERATION

Capacitor Choke
input Filter Input Filter

A-C Plate Supply Voltage oer Plate (RMS) . . . . . . 350 e e e e e e e e 500 e Volts
Fitter Input Choke (Minimum) . . . . e e e e e e e e 5 e Henrys
Total Effective Plate Supply ImDedance per Plate * 50 e e e e e e e - I Ohms
D-C Qutput Current . . . . . . . e e e e e e . 125 e e e e e e e e 125 P Milliamperes
Tube Voltage Drop:

Measured with Applied D-C at |25 Milliamperes per Plate . . . . . 60 e e e e e e e e Volts

# Horizontal operation permitted if pins 2 and & are in horizontal plane

* When a filter capacitor larger than 40 microfarads is used, it may be necessary to add additional plate supply
impedance to limit the peak plate current to the rated _maximum.
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Page 2 OPERATION CHARACTERISTICS
©.51 600 FULL-WAVE RECTIFIER — CAPACITOR-~INPUT FILTER
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D-C OUTPUT CURRENT I[N MILLIAMPERES
OPERATION CHARACTERISTICS
600 FULL~WAVE RECTIFIER — CHOKE-INPUT FILTER
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D~C OUTPUT CURRENT IN MILLTAMPERES
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