Straight Isolation - Hard Wired (169 Series)

LINE ISOLATION
TRANSFORMERS

(115V to 115V)

* Primary 115VAC, 60 Hz., Secondary 115VAC

+ Electrostatic shield between primary & secondary

« Connection by flexible leads, 8" minimum length -

= Perfect for circuit isolation or "Classic" bias power (‘f‘
supply '
+ CSA certified (# LR3902)

* Remember - These units do NOT convert line frequency

Transformer Schematic

Capacity Dimensions (Inches

Part Wt

Bk Vel No. | wa [SecCument| s | g | ¢ | D | E |Lbs

5 %‘ C 169PS | 15 130 188 | 207 | 250 | 150 | 1.18 | 13

j 1690S | 40 260 219 | 250 | 263 | 175 | 144 | 25
£ Bk<|>Yel 8 sp

H 169RS | 60 435 250 | 275 | 3.06 | 200 | 169 | 33

1 16955 | 90 650 250 | 3.25 | 3.06 | 200 | 219 | 45

- 169Ts | 135 870 313 | 350 | 381 | 250 | 219 | 65

169vs | 175 1300 | 313 | 400|381 250|268 7

169Ws | 250 1700 | 3.75 | 400 | 456 | 3.00 | 281 | 12




